
KEY BENEFITS

KEY FEATURES

Fully integrated module 
ready for shipping

I/O connections Water line connectionsSPECIFICATIONS

• Weight sensor: 17 kg

• Range 0 – 40000 vpm

• Operation temperature: 
 2 – 50°C

• Storage temperature: 2 – 50°C

• Connectors: SubconnTM

• Water tight: IP67

• Output:  
 standard RS485,    
 option RS232,
 Connectors: SubconnTM, 
 0-5V, 4-20mA

• Power supply: 9-30VDC

• Current drain: 200mA

Delivery package I/O connections Water line connections

Delivery Package

Dimensions in mm 

delivery package

Specifications

Weight sensor: 17 kg 
Range 0 – 40000 vpm 
Operation temperature: 2 – 50°C 
Storage temperature: 2 – 50°C 
Water tight: IP67 

Output: standard RS485, option RS232,  
0-5V, 4-20mA 
Power supply: 9-30VDC 
Current drain: 200mA

Contact us at:  
info@franatech.com or www.franatech.com
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Pelicase - Methane Field Monitor

• All in one box for Shipping 
and storage

• Plug & Play installation

• Self contained sensing and 
data acquisition

• Highly compact

• Online software for Ferrybox

• implementation

• Internal back up storage

• Water proof and shock 
 resistant (IP67)

• Can be securely closed against 
vandalism

• Modular concept for adding 
new features
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Achilles JQS

Qualified

empowered by Achilles

pCO2 Module for Ferry Box

Module for pCO2  installed and connected


